
Operating Pressure: .........29psi.................... 21.8-29................21.8-29

Air Consumption: .............12.4 @ 29 psi....... 10.2 @ 29............8.7 @ 29

Spray Distance: ................5-7 inches............ 7-9 inches...........7-9 inches

Finish: ...............................smooth coated for easy cleaning

Weight...............................15.3 oz (w/o cup)Te
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RPS Disposable Cup
w.plug-in sieve, 0.9l 
No.118489  40 pk

Cleaning needle
and brush set 
No. 64030

Paint Sieve 
No. 3988-5
(pk of 5)

Repair Kit
No. 130542

SATA adam
Digital Pressure Readout
No. 130146

Polyester

RP

HVLP

Spray Gun Model	 Nozzle 	 Product Nos.
	 Size	 0.6 L PVC Cup	 0.75 L Alum Cup	 1.0 L Alum Cup	 Nozzle Set
SATAjet  100 BF RP	 1.6 mm	 145193	 146134	 146159	 145250
	 1.8 mm	 145201	 146142	 146167	 145268
	 2.0 mm	 145219	 147421	 147439	 145276
SATAjet 100 BF HVLP	 1.4 mm	 146373	 147447	 146399	 146381
	 1.7 mm	 145722	 146175	 146191	 145417
	 1.9 mm	 145730	 146183	 146209	 145425
	 2.1 mm	 145748	 147454	 147462	 145433

SATAjet 100 BP	 2.5 mm	 145185	 146217	 147470	 145284

SATAjet 100 B 

Primer/Filler or All Purpose Gravity Gun

Use for high quality primer/filler/sealer coatings in  
automotive refinish or general use by the handyman.

“Quality starts with the foundation”. With this motto, SATA is now 
launching the SATAjet 100 series, the new spray gun range for 
primer materials. The spray gun series SATAjet 100 B consists 
of three different product categories, each one of them specially 
developed for their specific area of primer material application, yet 
highly flexible and universally applicable: From spot repair areas to 
large surfaces; with inlet pressures ranging from 15 - 29 psi. The 
SATAjet 100 BF offers a wide even fan that minimizes overspray, 
sanding and material consumption. Three versions available, 
dubbed the “Super Speed”, the SATAjet 100 B F RP works with 
optimized high-pressure technology (RP = Reduced Pressure). The 
“Super Saver”, the SATAjet 100 BF HVLP is based on the widely 
known HVLP low-pressure system. The new series is completed by 
a special gun for polyester primers and spray putties which have to 
be sprayed with high film build, the SATAjet 100 B P (P = polyester)

HVLP  		  RP  		  P


