
SATAjet K 1800 spray mix
spray mix

Technical Data SATAjet K 1800 spray mix

Recommended air inlet pressure variable

Recommended spraying distance 7 - 10 in

Air consumption 4,2 cfm

Max. material inlet pressure 3626 psi

Spray mix gun
1091454
SATAjet K 1800 spray mix with material tube and material filter, long for inline filter, filter 100 msh, without fluid tip

1090076
SATAjet K 1800 spray mix with material tube and material filter, short for gap filter, filter 100 msh, without fluid tip

1068023
SATAjet K 1800 spray mix without material tube and material filter, without fluid tip

Nozzle No. Art. No. Ø mm Ø inch Angle Width l/min à 70 bar Strainer Strainer

Fluid tip
1840 23044 0,18 mm 0,007 in 40° 18 cm 0,16 l/min

2325 7328 0,23 mm 0,009 in 25° 14 cm 0,23 l/min 200 msh 85 µm

2350 7435 0,23 mm 0,009 in 50° 22 cm 0,23 l/min 200 msh 85 µm

2360 74922 0,23 mm 0,009 in 60° 24 cm 0,23 l/min 200 msh 85 µm

2825 16998 0,28 mm 0,011 in 25° 14 cm 0,30 l/min 200 msh 85 µm

2850 50906 0,28 mm 0,011 in 50° 22 cm 0,30 l/min 200 msh 85 µm

2865 13771 0,28 mm 0,011 in 65° 26 cm 0,30 l/min 200 msh 85 µm

3325 20206 0,33 mm 0,013 in 25° 14 cm 0,45 l/min 100 msh 150 µm

3350 50898 0,33 mm 0,013 in 50° 23 cm 0,45 l/min 100 msh 150 µm

3365 13789 0,33 mm 0,013 in 65° 28 cm 0,45 l/min 100 msh 150 µm

3375 74930 0,33 mm 0,013 in 75° 32 cm 0,45 l/min 100 msh 150 µm

3390 73742 0,33 mm 0,013 in 90° 40 cm 0,45 l/min 100 msh 150 µm

3825 13797 0,38 mm 0,015 in 25° 15 cm 0,61 l/min 100 msh 150 µm

3850 7344 0,38 mm 0,015 in 50° 25 cm 0,61 l/min 100 msh 150 µm

3882 74948 0,38 mm 0,015 in 82° 34 cm 0,61 l/min 100 msh 150 µm

4650 19307 0,46 mm 0,018 in 50° 25 cm 0,95 l/min 60 msh 250 µm

4682 74955 0,46 mm 0,018 in 82° 35 cm 0,95 l/min 60 msh 250 µm

5370 150276 0,53 mm 0,021 in 70° 33 cm 1,28 l/min 60 msh 250 µm

6050 17004 0,60 mm 0,024 in 50° 31 cm 1,59 l/min 60 msh 250 µm
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Spare parts

SATAjet K 1800 
spray mix
1129461
Plug-in filter, yellow, 100 mesh, pack of 10 pieces
1134767
Locking screw cpl. with sealing washer

1134775
Spare spring set (1 each air piston and paint needle 
spring)
1134783
Air piston sleeve cpl.
1134791
Air piston cpl.
1134808
Packing screw incl. 2 pcs. paint needle packing
1134832
Pre-nozzle cpl.
1134840
Air cap cpl.
1134858
Protection against accidental contact
1134866
Air cap ring cpl.
1134874
Trigger cpl.
1134882
Material connection, short, for wedge wire screen, 
without material filter housing
1134890
Material connection, long, for inline filter, without 
material filter housing
1134915
Material filter housing, short, for wedge wire screen
1134923
Material filter housing, long, for inline filter
1134931
Material swivel joint
1134949
Round/flat spray fan control cpl.
1139767
Paint needle cpl. (paint needle and paint needle rod)
12260
Sieve 60 msh (packing unit 4 pieces)
12278
Sieve, 100 msh (packing unit 4 pieces)
133983
Air connection piece 1/4" male thread 
16162
Swivel joint
74856
Strainer kit: Sieve 200 msh (4 pcs.) strainer holder ( 2 
pcs.), screw (1 pcs.)

Repair kit

1112854
Nozzle cleaning kit
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